
  

บริษทั บลูเลเบิ้ ล จ ำกดั 

48/58 หมู ่1  ถนนเอกชยั   ต าบลคอกกระบอื   อ าเภอเมอืง   จงัหวดัสมทุรสาคร   74000   ประเทศไทย 
โทรศพัท ์: 034-494774-5   โทรสาร : 034-494776   เวบ็ไซต ์: www.bluelabelgroup.com 
 

ข้อมูลผลิตภัณฑ ์

การสงวนสิทธ์ิ  :  ขอ้มลูในเอกสารนี้เป็นขอ้มลูทีไ่ดม้าโดยการทดลอง เนื่องจากสนิคา้อาจถูกน าไปใชง้านในสภาวะทีแ่ตกต่างกนั ทางบรษิทัฯจงึไมส่ามารถรบัประกนัในสิง่อืน่ใด เนื่องจากภาวะแวดลอ้มในการ 
ใชง้านอยู่นอกเหนอืการควบคมุของทางบรษิทัฯ รวมทัง้ไมร่บัประกนัสนิคา้อนัเนื่องมาจากการจดัเกบ็และการใชง้านทีไ่มเ่หมาะสม บรษิทัฯ ขอสงวนสทิธิท์ ีจ่ะเปลีย่นแปลงขอ้มลู โดยมติอ้งแจง้ใหท้ราบลว่งหน้า 
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คณุสมบตัิพิเศษ  

  ใชง้านง่าย ไมม่ีกล่ินฉุน 

  การยึดเกาะดี 

  ฟิลม์สีเรียบเนียนกลบมิดพ้ืนผิวไดดี้ 

  ทนทาน ยึดเกาะยาวนาน 

 ทนทานต่อสภาวะอากาศและความช้ืน 

 ใชไ้ดก้บัหลากหลายพ้ืนผิว 

 ใชไ้ดท้ั้งงานภายนอกและภายใน 

 ปลอดภยัต่อผูใ้ช ้และเป็นมิตรกบัส่ิงแวดลอ้ม 

 

คณุลกัษณะ 

เป็นสีน ้าอะคริลิคคุณภาพสูง เน้ือสีมากทาไดพ้ื้นท่ีเยอะ ฟิลม์สีเรียบเนียนสม า่เสมอ มีประสิทธิภาพในการกลบมิดพ้ืนผิวไดดี้ 

เยี่ยม ทาง่ายล่ืนมือ ใหก้ารยึดเกาะดี ฟิลม์สีไม่เป็นฝุ่น ทนแดดทนฝน ไมซี่ดจางง่าย ทนทานต่อสภาวะอากาศ และทนช้ืนไดดี้ 

ผสมสารป้องกนัราด า ปลอดภยั ไมม่ีสารพิษท่ีเป็นอนัตราย เช่น สารปรอทและตะกัว่ เหมาะส าหรบัทาตกแต่งและปกป้องพ้ืน 

ผิวทั้งภายในและภายนอก บนพ้ืนผิวทุกชนิด ทั้งพ้ืนผิวปนู ไม ้และเหล็กท่ีทารองพ้ืนกนัสนิมแลว้ โดยเฉพาะผนังปนูฉาบทั้งพ้ืน 

ผิวเปลือยและพ้ืนผิวท่ีทาสีไวแ้ลว้ 

 

วิธีการใชง้าน 

1.   พ้ืนผิวตอ้งแหง้ สะอาด ปราศจากฝุ่นผง คราบไขมนั สีท่ีหลุดลอก และส่ิงสกปรกอ่ืนท่ีส่งผลต่อการยึดเกาะ  

2.   คนสีใหเ้ขา้เป็นเน้ือเดียวกนัก่อนใชง้าน และหมัน่คนเป็นครั้งคราวในระหวา่งทา 

3.   ทาดว้ยแปรง, ลกูกล้ิง หรือเคร่ืองพ่น 1-2 เท่ียว โดยปล่อยใหเ้ท่ียวแรกแหง้ 1-2 ชัว่โมง ก่อนทาทบัเท่ียวท่ี 2 

4.   ปล่อยใหแ้หง้สนิทอย่างนอ้ย 1-2 วนั ก่อนใชง้าน ซ่ึงสีจะมีประสิทธิภาพเต็มท่ีหลงัจากแหง้สนิทแลว้ 7 วนั 

5.   ลา้งท าความสะอาดอุปกรณ์ดว้ยน ้าสะอาด 

 

ขนาดบรรจ ุ

1 ลิตร        4 ลิตร  

 

อายกุารเก็บรกัษา 

ประมาณ 1 ปี หรือมากกวา่ หากมีการจดัเก็บท่ีดี โดยจดัเก็บในท่ีรม่แหง้ อากาศถ่ายเทสะดวก ปิดฝาใหส้นิทเมื่อไมใ่ชง้าน 

 

ขอ้มูลทางเทคนิค 

สารพ้ืนฐาน  

ลกัษณะทัว่ไป 

เฉดสี 

ความเป็นกรดด่าง 

ความหนาแน่น 

ระยะเวลาแหง้ผิวหน้า 

ระยะเวลาแหง้ทาทบัได ้

อตัราการใชง้าน 

: 

: 

: 

: 

: 

: 

: 

: 

อะคริลิค โพลิเมอร ์

ของเหลวสีต่างๆ 

มีใหเ้ลือกมากมายตามแคตตาล็อก 

8.0 - 10.0 

1.1 - 1.3  กรมั/ลบ.ซม. 

20 - 30  นาที   ( ข้ึนอยูก่บัความหนาและสภาวะแวดลอ้ม ) 

1 - 2  ชัว่โมง     ( ข้ึนอยูก่บัความหนาและสภาวะแวดลอ้ม ) 

20 - 25  ตรม./ลิตร/รอบ  ( ความหนา 50 ไมครอน ) 
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นาโนล็อค  ไรนอซ 



  

BLUE LABEL CO.,LTD. 

48/58 Moo.1  Ekachai Road,  Khok-Krabue,  Amphur Muang,  Samutsakhon,  74000   Thailand  
Tel : +66 3449 4774-5      Fax : +66 3449 4776      Website : www.bluelabelgroup.com 
 

Technical Data Sheet 
 

DISCLAIMER  :  The information in this data sheet is given to the best of our knowledge based on laboratory testing and practical experience. However, as the product is often      
used under conditions beyond our control, we cannot guarantee anything but the quality of the product itself. We reserve the right to change the given data without notice. 
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FEATURES  

   Easy to use and low smell  
   Good adhesion 
   High opacity 
   Long durability 

 Good weather and moisture resistance 
 Available of variety surfaces 
 Both exterior and interior used 
 Safe and environmentally friendly 

 
DESCRIPTIONS 

It is 100% acrylic water-based paint that provides superior protection and beauty for both exterior and interior.  
It can be used on masonry, fiber cement, wood, primed metal and etc. It gives smooth film, good adhesion, 
weathering resistance, moisture resistance, contains an antimicrobial additive to protect bacteria, fungi, yeasts 
and algae. It is environmentally friendly and contains no added lead and no added mercury. It can be applied  
to bare surfaces or previously painted surfaces. 
 
APPLICATION 

1.   Surface must be dry, clean, free of dust, oil, grease and other contaminates that will effect to adhesion.  
2.   Stir RHINOZ Nano Lock thoroughly before and during application. 
3.   Apply 1-2 coats of RHINOZ Nano Lock by brush or roller, allow 1-2 hours dry time between coats. 
4.   Let it dry for 1-2 days before use and it shows high performance after 7 days. 
5.   Clean tools and equipment with water. 
 
PACKING SIZE 

1  Litre          4  Litre 
 
STORAGE 

Store in a dry place with shelf life 1 year in the original unopened packing. 
 
TECHNICAL DATA 

Base  : Acrylic polymer  
Appearance : Coloured liquid  
Colour : See colour chart  
pH : 8.0 - 10.0  
Density : 1.1 - 1.3  g/cm3  
Surface dry : 20 - 30  minutes ( Depending on thickness and ambient conditions ) 
Re-coat time : 1 - 2  hours ( Depending on thickness and ambient conditions ) 
Coverage : 20 - 25  m2/Litre/coat ( thickness 50 microns ) 
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RHINOZ Nano Lock 




